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KM•01

KM•03

High pressure kit

SkyTip kit

-- compact high pressure system.
Provisions
-- high pressure pump 7.9 gpm at 2900 psi.
-- min. level protection.
-- self-winding hose reel.
KM•01-A
-- aluminium tank approx. 92 USG on a chassis.
KM•01-B
-- stainless steel tank volume approx. 370 USG
between the cyclones and vacuum/pump unit, in
combination with a 4-axle chassis.

Provisions
-- SkyTip system.
-- tipping cross beam.
-- hydraulic supports.
-- additional repair cross beam.

KM•04

Including
-- discharge cover for discharging into big bags with
DN 300 pneumatically operated valve.

KM•05

Discharge assistance kit

Compressor kit

On behalf of
-- improved discharge of the (dry) substances.

M•05-A
-- compressor max. 118 CFM.

KM•04-A
-- vibration guiding system.
-- attachment blocks.
-- 4 vibrators, pneumatically operated.

KM•05-B
-- compressor max. 206 CFM.

KM•04-B
-- shot guiding system.
-- attachment blocks.
-- 2 vibrators, pneumatically operated.

KM•11

Tank material
Execution
-- stainless steel AISI 316 grade; material no. 1.4404.

KM•09

KM•10

KM•12

Nitrogen inert system

Safety filter

Positive displacement system

Execution
-- system connections for working under nitrogen in
closed circuits.

Execution
-- pressure-resistant housing with stainless steel
lamella filter for fine particulates.

On behalf of
-- continuously pumping liquids.

Including
-- safety filter, filter class E12 in conformity with EN
1822-1 (class M in accordance with DIN EN 60355-2
69).

Execution
-- liquid/sludge pump.
-- capacity approx. 352 gpm.
-- operating pressure approx. 43 psi.

Option
-- filter class H 14 in conformity with EN 1822-1
(class H in accordance with DIN EN 60355-2 69).

KM•13

KM•15

KM•23

Hydraulically hinged bumper

Bulk compressor

Excavation arm

Instead of
-- manually operated bumper.

Capacity
-- 618 CFM; operating pressure 43.5 psi.

On behalf of
-- CycloVac and MegaVac.

On behalf of
-- easy and ergonomic bumper operation.

Drive
-- from the gearbox PTO, by means of a crankshaft
transmission.

Execution
-- diameter 8”.
-- completely hydraulically operated.
-- hydraulically swivelling.
-- hydraulically extendible/retractable till a total length
of approx. 17”.

Including
-- bulk/discharge cover.

Provisions
-- radio control.

KM•25

CERTIFICATE
For successful participation in

Supervisor training high pressure
KOKS Academy proudly certify that

F.J.M. Rick Koks
employee at

KOKS Group bv
Diamantweg 1, 1812 RC Alkmaar
The Netherlands
has successful completed the KOKS Academy course and the final

examination.
We have
granted thisStandard)
certificate in this field by the authority
KSS kit
(KOKS
Safety
vested to us by the KOKS Academy in The Netherlands.

-- KOKSKOKSSafety
Standard safetyDateprovisions.
Group bv
: 01-06-2018
KOKS Group : Denneman
Diamantweginspection
1, 1812 RC Alkmaar
-- machine
and inspection
certificate.
Signature
:
The Netherlands
: +31 (0)72 540 66 99user training, incl. examination and
-- KOKSTel. Academy
Fax
: +31 (0)72 540 55 40
Certificate accredation no. : 18.0073.03
training
E-mail :certificate.
info@koks.com
Date of issue : 01-06-2018
Internet : www.koks.com

Date of expiry : 01-06-2019
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KM•27

KC•01

DOT 407/412 kit

Blowing cover with quick-exchange system

Certification
-- DOT 407/412 approved superstructure.

On behalf of
-- blowing activities.

Body
-- designed and certified for transportation of
hazardous substances in accordance with the latest
DOT requirements.

Material
-- similar to the pressure/vacuum tank material.

Provisions
-- protective/roll bars.
-- pneumatic lock on the tank and valves.
-- DOT number plates.
-- DOT label holders.
-- fire extinguisher, 12 kg, in a plastic housing.
-- double insulated wiring.
-- DOT final inspection.
-- project design calculation.
-- pressure test.
-- nitrogen connection.
-- X-ray of the welded joints, both longitudinal and
around the periphery.
-- liquid cover.

Provisions
-- quick-exchange system by means of clamps.
-- venturi.
-- 3 manually operated dose measuring butterfly
valves.
-- 6” ball valve.
-- 3-way distributor valve.
-- stilling bottom with various cleaning openings.
-- hatch on the lower side, for easy access.

KC•03

On behalf of
-- suction activities.
Material
-- similar to the pressure/vacuum tank material.
Provisions
-- quick-exchange system by means of clamps.
-- 6” ball valve, incl. coupling and blind cap as desired.

KC•04

Additional toolbox on the bottom right

Instead of
-- flywheel PTO drive.

Execution
-- unpainted stainless steel AISI 304 grade.

On behalf of
-- blower drive.

Dimensions
-- length approx. 39”
(depending on the available space).
-- depth 20”.
-- height 24”.

KC•05

Chassis pressure/vacuum tank volume
Tank volume
-- approx. 3963 USG, instead of standard 3170 USG.
In combination with
-- a 4-axle chassis (triple or conventional).

KOKS GROUP

Liquid cover in combination with the quickexchange system (refer to KC•01)

Transfer box drive

Advantages compared to the flywheel PTO
-- less wear.
-- more accurate adjustment of the blower capacity
due to selecting the right gear.
-- lower fuel consumption.
-- lower noise level.

6

KC•02

Provisions
-- hinged doors with a solid lock.

